## Impact Sockets, Bit Sockets, Accessories & Air Wrench

### 6PT Flank Impact Sockets

<table>
<thead>
<tr>
<th>DRIVE</th>
<th>ITEM NO.</th>
<th>SIZE(mm)</th>
<th>L(mm)</th>
<th>CONTENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>3/8&quot;</td>
<td>KAB1622</td>
<td>7 x 28</td>
<td>45</td>
<td>10 x 50</td>
</tr>
<tr>
<td>3/8&quot;</td>
<td>KAB1623</td>
<td>8 x 30</td>
<td>65</td>
<td>10 x 50</td>
</tr>
<tr>
<td>3/8&quot;</td>
<td>KAB1624</td>
<td>9 x 30</td>
<td>65</td>
<td>10 x 50</td>
</tr>
<tr>
<td>3/8&quot;</td>
<td>KAB1625</td>
<td>10 x 30</td>
<td>50</td>
<td>15 x 50</td>
</tr>
<tr>
<td>3/8&quot;</td>
<td>KAB1626</td>
<td>11 x 30</td>
<td>50</td>
<td>15 x 50</td>
</tr>
<tr>
<td>3/8&quot;</td>
<td>KAB1627</td>
<td>12 x 30</td>
<td>50</td>
<td>15 x 50</td>
</tr>
</tbody>
</table>

### 6PT Flank Deep Impact Sockets

<table>
<thead>
<tr>
<th>DRIVE</th>
<th>ITEM NO.</th>
<th>SIZE(mm)</th>
<th>L(mm)</th>
<th>CONTENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>3/8&quot;</td>
<td>KAB1628</td>
<td>7 x 28</td>
<td>45</td>
<td>10 x 50</td>
</tr>
<tr>
<td>3/8&quot;</td>
<td>KAB1629</td>
<td>8 x 30</td>
<td>65</td>
<td>10 x 50</td>
</tr>
<tr>
<td>3/8&quot;</td>
<td>KAB1630</td>
<td>9 x 30</td>
<td>65</td>
<td>10 x 50</td>
</tr>
<tr>
<td>3/8&quot;</td>
<td>KAB1631</td>
<td>10 x 30</td>
<td>50</td>
<td>15 x 50</td>
</tr>
<tr>
<td>3/8&quot;</td>
<td>KAB1632</td>
<td>11 x 30</td>
<td>50</td>
<td>15 x 50</td>
</tr>
<tr>
<td>3/8&quot;</td>
<td>KAB1633</td>
<td>12 x 30</td>
<td>50</td>
<td>15 x 50</td>
</tr>
</tbody>
</table>

### 8PCS 3/8" DR, 6PT Impact Socket Rail Set

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>CONTENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>KAB1508</td>
<td>8, 10, 12, 14, 15, 16, 17, 18, 19 mm</td>
</tr>
</tbody>
</table>

### 12PCS 3/8" DR, 6PT Impact Socket Rail Set

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>CONTENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>KAB1509</td>
<td>8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19 mm</td>
</tr>
</tbody>
</table>
Impact Sockets, Bit Sockets, Accessories & Air Wrench

Super Duty Air Ratchet Wrench
- Rotary Exhaust with Muffler

**Max. Torque**
- 1/2" DR: 0-60 ft-lb / 81 Nm
- 3/8" DR: 0-60 ft-lb / 81 Nm
- 1/4" DR: 0-30 ft-lb / 41 Nm

**Free Speed**
- 1/2" DR: 11000 RPM
- 3/8" DR: 9000 RPM
- 1/4" DR: 9000 RPM

**Air Pressure**
- 1/2" DR: 90 PSI / 0.62 BAR
- 3/8" DR: 90 PSI / 0.62 BAR
- 1/4" DR: 90 PSI / 0.62 BAR

**Air Consumption**
- 1/2" DR: 1.74 CFM
- 3/8" DR: 1.74 CFM
- 1/4" DR: 1.74 CFM

**Net Weight**
- 1/2" DR: 1.56 lbs / 0.71 kg
- 3/8" DR: 0.99 lbs / 0.45 kg
- 1/4" DR: 0.99 lbs / 0.45 kg

**Super Duty Air Ratchet Wrench**
- Rear Exhaust with Muffler

**Max. Torque**
- 1/2" DR: 75 ft-lb / 102 Nm
- 3/8" DR: 40 ft-lb / 54 Nm
- 1/4" DR: 20 ft-lb / 27 Nm

**Free Speed**
- 1/2" DR: 230 RPM
- 3/8" DR: 225 RPM
- 1/4" DR: 225 RPM

**Air Pressure**
- 1/2" DR: 90 PSI / 0.62 BAR
- 3/8" DR: 90 PSI / 0.62 BAR
- 1/4" DR: 90 PSI / 0.62 BAR

**Air Consumption**
- 1/2" DR: 3.40 CFM
- 3/8" DR: 2.84 CFM
- 1/4" DR: 2.84 CFM

**Net Weight**
- 1/2" DR: 2.65 lbs / 1.2 kg
- 3/8" DR: 1.45 lbs / 0.66 kg
- 1/4" DR: 1.45 lbs / 0.66 kg

**Super Duty Air Ratchet Wrench**
- Rear Exhaust with Muffler

**Max. Torque**
- 1/2" DR: 40 ft-lb / 54 Nm
- 3/8" DR: 40 ft-lb / 54 Nm
- 1/4" DR: 20 ft-lb / 27 Nm

**Free Speed**
- 1/2" DR: 230 RPM
- 3/8" DR: 225 RPM
- 1/4" DR: 225 RPM

**Air Pressure**
- 1/2" DR: 90 PSI / 0.62 BAR
- 3/8" DR: 90 PSI / 0.62 BAR
- 1/4" DR: 90 PSI / 0.62 BAR

**Air Consumption**
- 1/2" DR: 2.84 CFM
- 3/8" DR: 1.60 CFM
- 1/4" DR: 1.60 CFM

**Net Weight**
- 1/2" DR: 1.45 lbs / 0.66 kg
- 3/8" DR: 0.99 lbs / 0.45 kg
- 1/4" DR: 0.99 lbs / 0.45 kg

KAA1208

**Super Duty Air Ratchet Wrench**
- Rotary Exhaust with Muffler

**Max. Torque**
- 1/2" DR: 100 ft-lb / 136 Nm
- 3/8" DR: 60 ft-lb / 81 Nm
- 1/4" DR: 30 ft-lb / 41 Nm

**Free Speed**
- 1/2" DR: 260 RPM
- 3/8" DR: 225 RPM
- 1/4" DR: 225 RPM

**Air Pressure**
- 1/2" DR: 90 PSI / 0.62 BAR
- 3/8" DR: 90 PSI / 0.62 BAR
- 1/4" DR: 90 PSI / 0.62 BAR

**Air Consumption**
- 1/2" DR: 4 CFM
- 3/8" DR: 3 CFM
- 1/4" DR: 3 CFM

**Net Weight**
- 1/2" DR: 3.39 lbs / 1.54 kg
- 3/8" DR: 2.7 lbs / 1.23 kg
- 1/4" DR: 2.7 lbs / 1.23 kg

KAA1008
Mini Super Duty Air Impact Ratchet Wrench

- Impact Mechanism: Unicorn Hammer
- Rear Exhaust With Muffler

**High-performance**

- Reversible Drive Mechanism
  - Drive in both forward and reverse directions.
- Composite Grip Handle
  - Lightweight and ergonomic design for positive grip.
- Dust-Free Compact Head Cap
  - Socket, ratchet, and prevents air and dust from entering.
- Unicorn Hammer Impact Mechanism
  - New impact-type mechanism design provides high instant torque output.

**Pressure**

High Torque

- High R.P.M. design enables ratchet to shorten 2 x operating time for reaching high instant torque.

**Reactionless**

When bolts are tightened, the ratchet remains in the same position, sways forward occurs.

**Specifications**

- **50 FT-LBS**
  - 3/8" DR.
  - **Powerful & High R.P.M.**
  - **Item No:** KAAP1205
  - **Max. Torque:** 50 ft-lb / 156 Nm
  - **Free Speed:** 700 RPM
  - **Air Pressure:** 90 PSI / 6.2 NPSI
  - **Air Consumption:** 3.5 CFM
  - **Min. Air Hose:** 3/8" ID
  - **Overall Length:** 6-1/2" / 164 mm
  - **Net Weight:** 1.32 lbs / 0.6 kg

**Super Duty Air Impact Ratchet Wrench**

- Impact Mechanism: Unicorn Hammer
- Front Exhaust with Muffler

**High-performance**

- Dust-Free Compact Head Cap
  - Sealed ratchet head prevents oil and dust from entering.
- Reversible Drive Mechanism
  - Drive in both forward and reverse directions.
- Dual Paw Ratchet Design
  - Integer torque output and extension tool life.
- Unicorn Hammer Impact Mechanism
  - New impact type mechanism design provides high instant torque output.

**High R.P.M. design enables ratchet to shorten 2 x operating time for reaching high instant torque.**

**Specifications**

- **100 FT-LBS**
  - 1/2" DR.
  - **KAAL1610**
  - **Item No:** KAAL1610
  - **Max. Torque:** 100 ft-lb / 136 Nm
  - **Free Speed:** 600 RPM
  - **Air Pressure:** 90 PSI / 6.2 NPSI
  - **Air Consumption:** 4 CFM
  - **Min. Air Hose:** 3/8" ID
  - **Overall Length:** 16-2/8" / 306 mm
  - **Net Weight:** 3.97 lbs / 1.8 kg

- **120 FT-LBS**
  - 1/2" DR.
  - **KAAL1612**
  - **Item No:** KAAL1612
  - **Max. Torque:** 130 ft-lb / 136 Nm
  - **Free Speed:** 600 RPM
  - **Air Pressure:** 90 PSI / 6.2 NPSI
  - **Air Consumption:** 4.5 CFM
  - **Min. Air Hose:** 1/4" ID
  - **Overall Length:** 13-3/4" / 350 mm
  - **Net Weight:** 4.14 lbs / 1.9 kg

www.toptul.com
Super Duty Air Impact Wrench

### EXCLUSIVE & UNIQUE PRODUCT

* Ideal for Automotive & Industrial

---

**TOPTUL®**

- **KAAX1235**
  - 3/8” DR.
  - Impact Mechanism: Jumbo Hammer
  - Handle Exhaust with Muffler
  - Specifications
    - Max. Torque: 350 ft-lbs / 475 Nm
    - Free Speed: 8000 RPM
    - Air Pressure: 90 PSI / 6.2 BAR
    - Air Consumption: 4.5 CFM
    - Air Inlet: 1/4” PT
    - Min. Air Hose: 3/8” I.D.
    - Overall Length: 5-5/16” / 135 mm
    - Net Weight: 3.96 lbs / 1.8 kg

- **KAAX1650**
  - 1/2” DR.
  - Impact Mechanism: Twin Hammer
  - Handle Exhaust with Muffler
  - Specifications
    - Max. Torque: 500 ft-lbs / 670 Nm
    - Free Speed: 10000 RPM
    - Air Pressure: 90 PSI / 6.2 BAR
    - Air Consumption: 5.6 CFM
    - Air Inlet: 1/4” PT
    - Min. Air Hose: 3/8” I.D.
    - Overall Length: 5-45/64” / 146 mm
    - Net Weight: 4.16 lbs / 1.9 kg

- **KAAX1660**
  - 1/2” DR.
  - Impact Mechanism: Twin Hammer
  - Handle Exhaust with Muffler
  - Specifications
    - Max. Torque: 600 ft-lbs / 813 Nm
    - Free Speed: 10000 RPM
    - Air Pressure: 90 PSI / 6.2 BAR
    - Air Consumption: 5.6 CFM
    - Air Inlet: 1/4” PT
    - Min. Air Hose: 3/8” I.D.
    - Overall Length: 6-3/8” / 171 mm
    - Net Weight: 4.23 lbs / 1.9 kg

---

www.toptul.com
Super Duty Air Impact Wrench

- Impact Mechanism: Jumbo Hammer
- Handle Exhaust with Muffler

Durable & Long Life Axel
High quality materials make durable and with special heat treatment.

Jumbo Hammer Impact Mechanism
Super duty designed impact mechanism extends and ensures maximum tool life.

End Cap Slider Guide Trigger
Easy operation design.

Super Short Barrel Model
Easier to fit & remove in confined spaces.

Air Regulator
4 position power settings: Forward 3 speeds, Reverse 1 speed.

Improved Air Inlet
Effectively reduces the damage of thread.

Handle Exhaust with Muffler
Reduces noise and decharge air away from working area.

KAAQ1650

- Powerful: Lightweight & Super Short Barrel Model

<table>
<thead>
<tr>
<th>Specifications</th>
<th>KAAQ1650</th>
</tr>
</thead>
<tbody>
<tr>
<td>Max. Torque (500 ft-lb/678 Nm)</td>
<td></td>
</tr>
<tr>
<td>Free Speed (6900 RPM)</td>
<td></td>
</tr>
<tr>
<td>Air Pressure (90 PSI / 6.2 BAR)</td>
<td></td>
</tr>
<tr>
<td>Air Consumption (4 L/PM)</td>
<td></td>
</tr>
<tr>
<td>Air Inlet (1/4&quot;)</td>
<td></td>
</tr>
<tr>
<td>Max. Air Hose (3/8&quot;)</td>
<td></td>
</tr>
<tr>
<td>Connection Length 5-1/16&quot; x 90 mm</td>
<td></td>
</tr>
<tr>
<td>Net Weight (3.06 lbs / 1.45 kg)</td>
<td></td>
</tr>
</tbody>
</table>
Impact Sockets, Bit Sockets, Accessories & Air Wrenches

**3/8” DR.**
- Super Duty Air Impact Wrench
- Impact Mechanism: Jumbo Hammer
- Handle Exhaust with Muffler

**1/2” DR.**
- Super Duty Air Impact Wrench
- Impact Mechanism: Jumbo Hammer
- Handle Exhaust with Muffler

**1/2” DR.**
- Super Duty Air Impact Wrench
- Impact Mechanism: Twin Hammer
- Front Exhaust

**500 FT-LBS**
- Powerful, Lightweight & Short Barrel Model

**ITEM NO.: KAAA1220**

- Max. Torque: 206 ft-lbs / 271 Nm
- Free Speed: 10000 RPM
- Air Pressure: 90 PSI / 6.2 BAR
- Air Consumption: 2.5 CFM
- Air Inlet: 1/4” PT
- Min. Air Hose: 3/8” I.D.
- Overall Length: 5-1/2” / 139 mm
- Net Weight: 3.02 lbs / 1.36 kgs

**ITEM NO.: KAAA1223**

- Max. Torque: 260 ft-lbs / 271 Nm
- Free Speed: 10000 RPM
- Air Pressure: 90 PSI / 6.2 BAR
- Air Consumption: 2.5 CFM
- Air Inlet: 1/4” PT
- Min. Air Hose: 3/8” I.D.
- Overall Length: 5-1/2” / 139 mm
- Net Weight: 3.02 lbs / 1.36 kgs

**ITEM NO.: KAAA1450**

- Max. Torque: 500 ft-lbs / 678 Nm
- Free Speed: 8000 RPM
- Air Pressure: 90 PSI / 6.2 BAR
- Air Consumption: 4 CFM
- Air Inlet: 1/4” PT
- Min. Air Hose: 3/8” I.D.
- Overall Length: 7-5/8” / 190 mm
- Net Weight: 5.73 lbs / 2.60 kgs

**ITEM NO.: KAAA1460**

- Max. Torque: 200 ft-lbs / 271 Nm
- Free Speed: 6500 RPM
- Air Pressure: 90 PSI / 6.2 BAR
- Air Consumption: 4 CFM
- Air Inlet: 1/4” PT
- Min. Air Hose: 3/8” I.D.
- Overall Length: 7-1/2” / 191 mm
- Net Weight: 6.34 lbs / 2.89 kgs

**ITEM NO.: KAAA1640**

- Max. Torque: 600 ft-lbs / 813 Nm
- Free Speed: 8000 RPM
- Air Pressure: 90 PSI / 6.2 BAR
- Air Consumption: 4 CFM
- Air Inlet: 1/4” PT
- Min. Air Hose: 3/8” I.D.
- Overall Length: 7-1/2” / 191 mm
- Net Weight: 5.73 lbs / 2.60 kgs

**Super Duty Air Impact Wrench**
- Impact Mechanism: Twin Hammer
- Handle Exhaust with Muffler

**High-performance**
- Durable & Long Life Avail
- High-quality material made durable amid with special heat treatment.
- Durable Aluminum Housing
- Super strong aluminum die-casting housing for maximum durability and tool life.

**5-position Forward & Reverse Power Setting**
- Handle Exhaust with Muffler
- Reduces noise level and discharges air away from working area.

**KAAA1640**

**www.toptul.com**
### Impact Sockets, Bit Sockets, Accessories & Air Wrench

**TOPTUL Impact Wrench**

*For Automotive Repairs & Maintenance*

#### Manufacturer's Limited Warranty

All TOPTUL pneumatic tools are provided with complete service and product warranty to the products manufactured by TOPTUL and sold by its authorized dealers.

**TOPTUL** professional air tools, unless otherwise specified, are unconditionally guaranteed against defects in material and workmanship for the life of the tool, excluding any other inappropriate operation, modification or repair.

---

#### Specifications

**Item No.:** KA13240H

<table>
<thead>
<tr>
<th>Feature</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Max. Torque</td>
<td>600 ft-lb (833 Nm)</td>
</tr>
<tr>
<td>Free Speed</td>
<td>6300 RPM</td>
</tr>
<tr>
<td>Air Pressure</td>
<td>90 PSI (0.6 2 BAR)</td>
</tr>
<tr>
<td>Air Consumption</td>
<td>4.4 CFM</td>
</tr>
<tr>
<td>Air Inlet</td>
<td>1/4&quot; PT</td>
</tr>
<tr>
<td>Min. Air Hose</td>
<td>3/8&quot; OD</td>
</tr>
<tr>
<td>Overall Length</td>
<td>10-1/2&quot; / 260 mm</td>
</tr>
<tr>
<td>Net Weight</td>
<td>6.21 lbs / 2.80 kgs</td>
</tr>
</tbody>
</table>

**Item No.:** KA13241H

<table>
<thead>
<tr>
<th>Feature</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Max. Torque</td>
<td>600 ft-lb (833 Nm)</td>
</tr>
<tr>
<td>Free Speed</td>
<td>6300 RPM</td>
</tr>
<tr>
<td>Air Pressure</td>
<td>90 PSI (0.6 2 BAR)</td>
</tr>
<tr>
<td>Air Consumption</td>
<td>4.4 CFM</td>
</tr>
<tr>
<td>Air Inlet</td>
<td>1/4&quot; PT</td>
</tr>
<tr>
<td>Min. Air Hose</td>
<td>3/8&quot; OD</td>
</tr>
<tr>
<td>Overall Length</td>
<td>10-1/2&quot; / 260 mm</td>
</tr>
<tr>
<td>Net Weight</td>
<td>6.21 lbs / 2.80 kgs</td>
</tr>
</tbody>
</table>

---

**Super Duty Air Impact Wrench**

*Impact Mechanism: New Twin Hammer — Handle Exhaust with Muffler*

**Item No.:** KA13246H

<table>
<thead>
<tr>
<th>Feature</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Max. Torque</td>
<td>1800 ft-lb (2440 Nm)</td>
</tr>
<tr>
<td>Free Speed</td>
<td>4900 RPM</td>
</tr>
<tr>
<td>Air Pressure</td>
<td>90 PSI (0.6 2 BAR)</td>
</tr>
<tr>
<td>Air Consumption</td>
<td>9 CFM</td>
</tr>
<tr>
<td>Air Inlet</td>
<td>1/2&quot; PT</td>
</tr>
<tr>
<td>Min. Air Hose</td>
<td>3/4&quot; OD</td>
</tr>
<tr>
<td>Overall Length</td>
<td>15-1/2&quot; / 396 mm</td>
</tr>
<tr>
<td>Net Weight</td>
<td>24.89 lbs / 11.25 kgs</td>
</tr>
</tbody>
</table>

**Item No.:** KA13247H

<table>
<thead>
<tr>
<th>Feature</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Max. Torque</td>
<td>1800 ft-lb (2440 Nm)</td>
</tr>
<tr>
<td>Free Speed</td>
<td>4900 RPM</td>
</tr>
<tr>
<td>Air Pressure</td>
<td>90 PSI (0.6 2 BAR)</td>
</tr>
<tr>
<td>Air Consumption</td>
<td>9 CFM</td>
</tr>
<tr>
<td>Air Inlet</td>
<td>1/2&quot; PT</td>
</tr>
<tr>
<td>Min. Air Hose</td>
<td>3/4&quot; OD</td>
</tr>
<tr>
<td>Overall Length</td>
<td>15-1/2&quot; / 396 mm</td>
</tr>
<tr>
<td>Net Weight</td>
<td>22.37 lbs / 12.27 kgs</td>
</tr>
</tbody>
</table>

---

**Super Duty Air Impact Wrench**

*Impact Mechanism: New Twin Hammer — Side Exhaust with Muffler — Outside Trigger*

**Item No.:** KA13248H

<table>
<thead>
<tr>
<th>Feature</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Max. Torque</td>
<td>1800 ft-lb (2440 Nm)</td>
</tr>
<tr>
<td>Free Speed</td>
<td>4900 RPM</td>
</tr>
<tr>
<td>Air Pressure</td>
<td>90 PSI (0.6 2 BAR)</td>
</tr>
<tr>
<td>Air Consumption</td>
<td>9 CFM</td>
</tr>
<tr>
<td>Air Inlet</td>
<td>1/2&quot; PT</td>
</tr>
<tr>
<td>Min. Air Hose</td>
<td>3/4&quot; OD</td>
</tr>
<tr>
<td>Overall Length</td>
<td>15-1/2&quot; / 396 mm</td>
</tr>
<tr>
<td>Net Weight</td>
<td>22.37 lbs / 12.27 kgs</td>
</tr>
</tbody>
</table>

**Item No.:** KA13249H

<table>
<thead>
<tr>
<th>Feature</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Max. Torque</td>
<td>1800 ft-lb (2440 Nm)</td>
</tr>
<tr>
<td>Free Speed</td>
<td>4900 RPM</td>
</tr>
<tr>
<td>Air Pressure</td>
<td>90 PSI (0.6 2 BAR)</td>
</tr>
<tr>
<td>Air Consumption</td>
<td>9 CFM</td>
</tr>
<tr>
<td>Air Inlet</td>
<td>1/2&quot; PT</td>
</tr>
<tr>
<td>Min. Air Hose</td>
<td>3/4&quot; OD</td>
</tr>
<tr>
<td>Overall Length</td>
<td>15-1/2&quot; / 396 mm</td>
</tr>
<tr>
<td>Net Weight</td>
<td>22.37 lbs / 12.27 kgs</td>
</tr>
</tbody>
</table>
**Long Anvil Super Duty Air Impact Wrench**

- Impact Mechanism: New Twin Hammer
- Side Exhaust with Muffler
- Inside Trigger

**Durable & Long Life Anvil**

High-quality material made durable anvil with special heat treatment.

**New Twin Hammer Impact Mechanism**

High performance and powerful designed impact mechanism extends and ensures maximum tool life.

**Inverse Switching Button**

Triggers control forward and reverse.

**Air Regulator**

4-position power setting.

---

**Super Duty Air Angle Impact Wrench**

- Impact Mechanism: Jumbo Hammer
- Rear Exhaust with Muffler

**Precision Machined Bevel Gear**

Drive ratio (gear) strongly for maximum durability and tool life.

**Durable Aluminum Housing**

Super strong aluminum die casting housing for maximum durability and tool life.

**Rotation Switch**

3-position power setting: Forward - 2 speed
Reverse - 1 speed

**Composite Grip Handle**

Lightweight and ergonomic design for positive grip.

**Rear Exhaust with Muffler**

Designed for use optional air hose and discharge air away from working area.

---

**Specifications**

**KAAB3225**

- **Max. Torque**: 2500 ft-lb / 3300 Nm
- **Free Speed**: 3000 RPM
- **Air Pressure**: 90 PSI / 0.62 MPa
- **Air Consumption**: 14.5 CFM
- **Air Inlet**: 1/2" PT
- **Min. Air Hose**: 3/4" ID
- **Overall Length**: 29" / 524 mm
- **Net Weight**: 35.2 lb / 16.0 kg

**KAAB1620**

- **Max. Torque**: 180 ft-lb / 244 Nm
- **Free Speed**: 7600 RPM
- **Air Pressure**: 90 PSI / 0.62 MPa
- **Air Consumption**: 5.0 CFM
- **Air Inlet**: 1/2" PT
- **Min. Air Hose**: 3/8" I.D.
- **Overall Length**: 16.0" / 361 mm
- **Net Weight**: 3.0 lb / 1.36 kg
Impact Sockets, Bit Sockets, Accessories & Air Wrench

1/2" DRL Air Impact Wrench Set
- Heavy duty 1/2" S.Q. twin hammer mechanism air impact wrench, front exhaust (Adjustable power regulator, 5-position forward and reverse power setting)
- Includes one rim click to keep impact wrench lubricated

Storage room for bolts, nuts and small spare parts

TOPTUL®

AIR RATCHET WRENCH SERIES

TOPTUL®

The choice of professionals

27PCS

1/2" DRL Air Impact Wrench Set
- Standard Anvil

ITEM NO.: 04127901
CONTENTS:
- 1/2" Dr. Standard Anvil Super Duty Impact Wrench (600 ft-lb / 813Nm)
- 1/2" Dr. GPT Flank Impact Sockets
  12, 14, 16, 18, 19, 20, 21, 22, 24, 25, 27 mm
- KAPE1617-1421
- KAPE1214-1216
- KAPE1316-1424
- KAPE1418-2124
- KAPE1519-2527
- KAPE1618-2727
- KAPE2830
- KAPE1224
- KAPE1122
- KAPE1021
- KAPE0917
- KAPE0714
- T6, T8, T10, T15, T20, T25, T27, T30
- KAPE0816
- IMPACT EXTENSION BAR - 9" (6)
- KAL0110131517
- IMPACT EXTENSION BAR - 3" (4)
- KAL0220161820
- IMPACT EXTENSION BAR - 1" (4)
- KAL03151086
- IMPACT EXTENSION BAR - 3/8" (1)
- KAL04050201
- IMPACT EXTENSION BAR - 1/4" (1)
- KAL050201

BLOW CASING: W477 x D234 x H1600 (mm)

27PCS

1/2" DRL Air Impact Wrench Set
- Long Anvil

ITEM NO.: 04127902
CONTENTS:
- 1/2" Dr. Long Anvil Super Duty Impact Wrench (600 ft-lb / 813Nm)
- 1/2" Dr. GPT Flank Impact Sockets
  12, 14, 16, 18, 19, 20, 21, 22, 24, 25, 27 mm
- KAPE0812-1416
- KAPE0914-1618
- KAPE1015-1821
- KAPE1116-2024
- KAPE1218-2427
- KAPE1320-2527
- KAPE1421-2727
- KAPE1525
- IMPACT EXTENSION BAR - 9" (6)
- KAL0110131517
- IMPACT EXTENSION BAR - 3" (4)
- KAL0220161820
- IMPACT EXTENSION BAR - 1" (4)
- KAL03151086
- IMPACT EXTENSION BAR - 3/8" (1)
- KAL04050201
- IMPACT EXTENSION BAR - 1/4" (1)
- KAL050201

BLOW CASING: W477 x D234 x H1100 (mm)
TOPTUL SUPER DUTY AIR IMPACT WRENCH SERIES
(One-Hand Reversing Switch)
HIGH-PERFORMANCE & LIGHTWEIGHT COMPOSITE HANDLE

Super Duty Air Impact Wrench

- Impact Mechanism: New Twin Hammer
- Handle Exhaust with Muffler
- One-Hand Reversing Switch

Durable & Long Life Anvil
High quality material made durable anvil with special heat treatment.

New Twin Hammer Impact Mechanism
High performance and powerful designed impact mechanism extends and ensures maximum tool life.

One-Hand Switch Button
Unique flip switch design for easy one-hand operation.

Air Regulator
4 position power setting.

End Cap Slider Guide Trigger
Easy operation design.

Improved Throttle Valve Seat
Easier maintenance design with less wear and prolonging the life of the tool.

Composite Grip Handle
Lightweight & Ergonomic designed.

Rubber composite handle
Comfort & positive grip with less vibration.

Improved Air Inlet
Effectively reduce the damage of thread.

Handle Exhaust with Muffler
Reduces noise level and discharges air away from working area.

Specifications
- Max. Torque: 800 lb. ft / 1,051 Nm
- Free Speed: 8,000 RPM
- Air Inlet: 1/4" NPT
- Max. Air Hose: 3/8" I.D.
- Overall Length: 7-6/8" x 19" L
- Net Weight: 5.67 lbs / 2.5 kg

KAAJ1680

1/2" DR.
Impact Sockets, Bit Sockets, Accessories & Air Wrench

**3/8” DR.**
- Super Duty Air Impact Wrench
- Impact Mechanism: Twin Hammer
- Handle Exhaust with Muffler
- One-Hand Reversing Switch

**1/2” DR.**
- Super Duty Air Impact Wrench
- Impact Mechanism: Twin Hammer
- Handle Exhaust with Muffler
- One-Hand Reversing Switch

**3/4” DR.**
- Super Duty Air Impact Wrench
- Impact Mechanism: Twin Hammer
- Handle Exhaust with Muffler
- One-Hand Reversing Switch

**1” DR.**
- Super Duty Air Impact Wrench
- Impact Mechanism: Twin Hammer
- Handle Exhaust with Muffler
- One-Hand Reversing Switch

---

**Super Duty Air Impact Wrench (Limit Forward Working Torque)**
- Impact Mechanism: Twin Hammer
- Handle Exhaust with Muffler
- Ideal for automotive tire service
- Limited Torque: 50 Nm / Max. Reverse Torque: 814Nm

---

**Ideal for Automotive tire service**

**KAAM1606**
- Limit Forward Working Torque
- 66 Ft-Lbs

---

**www.toptul.com**
Super Duty Air Impact Wrench

- Impact Mechanism: Jumbo Hammer
- Handle Exhaust with Muffler

**High-performance**

- Short Barrel Model: Easier to operate in confined spaces
- 4 position power setting: Forward: 3 speed, Reverse: 1 speed
- Air Regulator
- Composite Grip Handle: Lightweight & Ergonomic designed
- Handle Exhaust with Muffler: Reduces noise level and discharges air away from working area.

**KAAC1645**

**Specifications**

<table>
<thead>
<tr>
<th>Item</th>
<th>KAAC1645</th>
</tr>
</thead>
<tbody>
<tr>
<td>Max. Torque</td>
<td>450 lb-ft / 610 Nm</td>
</tr>
<tr>
<td>Free Speed</td>
<td>9000 RPM</td>
</tr>
<tr>
<td>Air Pressure</td>
<td>90 PSI / 6.3 bar</td>
</tr>
<tr>
<td>Air Consumption</td>
<td>4.9 CFM</td>
</tr>
<tr>
<td>Air Inlet</td>
<td>1/4&quot; PT</td>
</tr>
<tr>
<td>Min. Air Hose</td>
<td>3/8&quot; ID, 10 ft</td>
</tr>
<tr>
<td>Overall Length</td>
<td>6-1/8&quot; / 165 mm</td>
</tr>
<tr>
<td>Net Weight</td>
<td>3.12 lbs / 1.45 kg</td>
</tr>
</tbody>
</table>

**1/2" DR.**

**450 FT.LBS.**

www.toptul.com
# TOPTUL Impact Sockets, Bit Sockets, Accessories & Air Wrench

## Super Duty Air Impact Wrench

- **High-performance**
- **Impact Mechanism**
- **New Twin Hammer**
- **Handle Exhaust with Muffler**

### Specifications

<table>
<thead>
<tr>
<th>Model</th>
<th>Max. Torque</th>
<th>Free Speed</th>
<th>Air Pressure</th>
<th>Air Consumption</th>
<th>Air Inlet</th>
<th>Min. Air Hose</th>
<th>Overall Length</th>
<th>Net Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>KAAC100B</td>
<td>600 ft-lb / 813 Nm</td>
<td>10000 RPM</td>
<td>90 PSI / 6.2 BAR</td>
<td>4 CFM</td>
<td>1/4 PT</td>
<td>3/8&quot; ID</td>
<td>7-5/8&quot; / 199 mm</td>
<td>4.64 lbs / 2.13 kg</td>
</tr>
<tr>
<td>KAAC125</td>
<td>1400 ft-lb / 1996 Nm</td>
<td>5500 RPM</td>
<td>90 PSI / 6.2 BAR</td>
<td>6.7 CFM</td>
<td>3/8 PT</td>
<td>1/2&quot; ID</td>
<td>9-3/4&quot; / 230 mm</td>
<td>9.94 lbs / 4.45 kg</td>
</tr>
<tr>
<td>KAAC2412</td>
<td>1200 ft-lb / 1620 Nm</td>
<td>4600 RPM</td>
<td>90 PSI / 6.2 BAR</td>
<td>6.7 CFM</td>
<td>3/8 PT</td>
<td>1/2&quot; ID</td>
<td>8-5/8&quot; / 220 mm</td>
<td>8.56 lbs / 3.89 kg</td>
</tr>
</tbody>
</table>

### Features

- **New Twin Hammer Impact Mechanism**
- **High performance and powerful designed impact mechanism extends and ensures maximum tool life.**

- **Innovative Three Way Air Inlet Function**
  - Especially designed air circulation system increases the efficiency and power delivery of tools by over 10%.

- **Durable & Long Life Air Delivery**
  - High quality materials made durable with special heat treatment.

- **Improved Throttle Valve Seat**
  - Easier maintenance design with less wear and prolonging the life of the tool.

- **Composite Grip Handle**
  - Lightweight & Ergonomic designed steel / composite handle.

- **End Cap Slider Guide Trigger**
  - Easy operation design.

- **Improved Air Inlet**
  - Effectively reduces the damage of thread.

- **4 Position Setting**
  - Forward / Reverse: 1 / 4 turn.

- **Air Regulator**
  - 4 position setting.

- **Reverse 1 / 4 turn**

- **Improved Throttle Valve Seat**

- **Easier maintenance design with less wear and prolonging the life of the tool.**
# Impact Sockets, Bit Sockets, Accessories & Air Wrench

**TOPTUL**

**Super Duty Air Impact Wrench**

### Specifications

<table>
<thead>
<tr>
<th>Item No.</th>
<th>Item Description</th>
<th>Specifications</th>
</tr>
</thead>
<tbody>
<tr>
<td>KAS011X</td>
<td>1/2” DR. Super Duty Air Impact Wrench</td>
<td>Max. Torque: 1600 ft-lb / 2170 Nm&lt;br&gt;Free Speed: 5500 RPM&lt;br&gt;Air Pressure: 90 PSI / 6.2 BAR&lt;br&gt;Air Consumption: 8.5 CFM&lt;br&gt;Air Inlet: 1/2” PT&lt;br&gt;Min. Air Hose: 3/8” ID&lt;br&gt;Overall Length: 12-1/2” / 320 mm&lt;br&gt;Net Weight: 12.51 lb / 5.69 kg</td>
</tr>
</tbody>
</table>

### Features

- Powerful & Lightweight Model
- Features an adjustable 3-position forward and reverse power setting. Auxiliary side handle for ease of control. Rubber comfort grips on side & back handle.

---

**Super Duty-Air Impact Wrench**

### Specifications

<table>
<thead>
<tr>
<th>Item No.</th>
<th>Item Description</th>
<th>Specifications</th>
</tr>
</thead>
<tbody>
<tr>
<td>KAS011X</td>
<td>1/2” DR. Super Duty Air Impact Wrench</td>
<td>Max. Torque: 1600 ft-lb / 2170 Nm&lt;br&gt;Free Speed: 5500 RPM&lt;br&gt;Air Pressure: 90 PSI / 6.2 BAR&lt;br&gt;Air Consumption: 8.5 CFM&lt;br&gt;Air Inlet: 1/2” PT&lt;br&gt;Min. Air Hose: 3/8” ID&lt;br&gt;Overall Length: 17-1/2” / 445 mm&lt;br&gt;Net Weight: 16.45 lb / 7.46 kg</td>
</tr>
</tbody>
</table>

### Features

- Powerful & Lightweight Model
- Features an adjustable 3-position forward and reverse power setting. Auxiliary rubber comfort grip on side & back handle.

---

**Air Straight Die Grinder**

### Specifications

<table>
<thead>
<tr>
<th>Item No.</th>
<th>Item Description</th>
<th>Specifications</th>
</tr>
</thead>
<tbody>
<tr>
<td>KAS001X</td>
<td>1/2” DR. Super Duty Air Impact Wrench</td>
<td>Max. Torque: 1600 ft-lb / 2170 Nm&lt;br&gt;Free Speed: 5500 RPM&lt;br&gt;Air Pressure: 90 PSI / 6.2 BAR&lt;br&gt;Air Consumption: 8.5 CFM&lt;br&gt;Air Inlet: 1/2” PT&lt;br&gt;Min. Air Hose: 3/8” ID&lt;br&gt;Overall Length: 19-1/2” / 495 mm&lt;br&gt;Net Weight: 13-31/64” / 6.22 kg</td>
</tr>
</tbody>
</table>

### Features

- Professional Grade Air Tools
- Powerful 1/2” straight die grinder for heavy duty applications
- Includes two collet chucks: 6mm (1/4”) & 1/4”
- Adjustable power regulator for precise control
- Safety lock lever to prevent accidental start-up
- Hose includes a safety hose shield to keep hands away from the workplace
- Equipped for grinding, polishing, brushing and deburring applications

---

**TOPTUL**

Your Best Working Partners

[www.toptul.com](http://www.toptul.com)
Heavy Duty Air Impact Hammer

- Pressure die cast aluminum alloy body with hardened tool steel impact mechanism
- Close tolerance of internal parts provides high torque performance and low air consumption
- Medium-barrel hammer design with pistol grip handle
- Front exhaust

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>Item Type</th>
<th>Hex (mm)</th>
<th>Length (mm)</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>KAJA524V</td>
<td>Flat Chisel</td>
<td></td>
<td>10</td>
<td>170</td>
</tr>
<tr>
<td></td>
<td>Spot Weld Breaker</td>
<td></td>
<td>10</td>
<td>170</td>
</tr>
<tr>
<td></td>
<td>Panel Cutter</td>
<td></td>
<td>10</td>
<td>170</td>
</tr>
<tr>
<td></td>
<td>Taper Punch</td>
<td></td>
<td>10</td>
<td>170</td>
</tr>
</tbody>
</table>

Hexagon & Star Keys Series

Practical
allen and star key wrenches for screw fastening and unfastening works.